
Description
This product is a ready-to-use, non-fuming, alkaline drain cleaner and main-
tainer. It absorbs and dissolves harmful obstructions caused by grease, hair, 
paper matches, rags and other organic matter. It is non-acid, harmless to 
plumbing and works through standing water into the obstructed outlet with 
positive penetrating and wetting action. Regular use of this product will 
keep drains running freely.
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Product Properties
COLOR:
ODOR:

VISCOSITY:
pH:

SPECIFIC GRAVITY:
WETTING:

SOLUBILITY IN WATER:

Clear Yellow
None
25 cps
14
1.186
Very Good
Complete

Features...Benefits
Ready-to-Use . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Convenient
Non-Acid . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Non-Fuming
Works Through Standing Water . . . . . . . . .Labor Saving
Harmless to Plumbing . . . . . . . . . . . . . . . . . . . Protects Facility Investment
Helps Keep Drains Running Freely . . . . . Reduced Labor

Directions
Pour at least one pint directly into drain. Allow to stand 30 minutes or more. 
Repeat if necessary in one hour. Extremely heavy grease or root stoppages 
may require standing overnight. Drain may need plumbing after half hour to 
remove air pockets. Large basement drains may need 3 or 4 quarts for clear-
ance. After following above directions, flush drain with hot water. Depending
upon usage, drains can be kept running freely by use of this product twice a 
month.

REFER TO PRODUCT LABEL AND SDS
FOR ADDITIONAL INFORMATION

Safety Information
KEEP OUT OF REACH OF CHILDREN
DANGER:  Causes severe burns to eyes and skin. Harmful or fatal if swallowed. 
Avoid contact with eyes and skin. Do not take internally. In case of contact
with eyes, flush with water for 15 minutes. Seek immediate medical attention. 
In case of contact with skin, flush with plenty of water, then vinegar if available.
Seek medical attention. If swallowed, drink plenty of water, orange juice or 
lemon juice. Follow with milk. Get immediate medical attention.

ALKALINE
DRAIN MAINTAINER
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www.interconchemical.com

Letter of guarantee available upon request.


